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What is a Bag in Box?
We use unique liner technology to transport bulk materials 

and are thus specialists in providing transport solutions for 

bulk goods. We implement ISO standard containers, fitted with 

the AZS liner systems, to provide you with cost and process 

optimized logistics solutions.

We also offer liner systems that have been customized to our 

clients’ wishes and are adapted to their loading and unloading 

processes, in addition to our standard container liners.

Ihre Vorteile

	 Cost savings due to optimal space utilization and reduction of packaging costs

	 Suitable for bulk materials and granulated materials

	 Protects against dirt and moisture

	 Simple, easy installation

	 Silo-to-silo conveying is possible 

	 Customized development, production and quality inspection

	 Our products are food-grade certified

Unloading

The reliable modern technology in our new generation of chassis means that unloading is fast and the 

noise level is simultaneously reduced. Using container transportation vehicles with specific technical add-

ons, such as tipping mechanisms, compressors and rotary feeders, enables imports of plastic granulated 

material and plastic powders in containers to be conveyed directly into your silo systems using this 

chassis. No on-site unloader is needed! 

Loading

Your contact partner

Cargo weighing up to 27 tons can be loaded via bulk transfer of mass or with mechanical or 

pneumatic equipment. We can load the cargo directly into your silo system using our AZS-SLU 

(self-loading unit) with an integrated compressor and rotary feeder, which was developed in-

house. An on-site loader is not required. Alternative requirements must be reviewed, dependent 

on the systems in use at the relevant loading and unloading stations.

We develop and produce customized systems to fit your 

requirements, including installation and transportation.

Thomas Butscheidt 

General Manager

	 +49 (0) 228 68 93 420

  t.butscheidt@azs-group.com azs-group.com



Information on our liner systems

Information WL-Liner ZL-Liner FL-Liner 

Material Body liner:  

HDPE, Woven 140 g/m²  

Bulkhead:  

PP, Woven 195 g/m²

Body liner:  

HDPE, Woven 140 g/m²

Bulkhead:  

PP, Woven195 g/m²

Body liner:  

HDPE, Woven 150 g/m²

Bulkhead:  

PP, Woven195 g/m²

Loading process Charging hose 

Ø : 650 mm

Length: 1,000 mm

Zip opening Charging hose 

Ø: 650 mm

Length: 1,000 mm

Unloading process 2 discharging hoses

Ø : 380 mm

Length: 1,500 mm

2 discharging hoses

Ø: 380 mm

Length: 1,500 mm

Scope of delivery Liner including tie straps, 5 metal rods and installation instructions
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